
Pressure Switch 压力开关

214 Series/ 214 系列

■ Technical Features/技术信息

Series no/系列型号 214 010

Pressure setting range/压力调节范围

Working pressure max/最大工作压力

Bursting pressure/最高耐压

Design/设计

Diaphragm/隔膜

Manner of fastening/固定方式

Fitting thread/安装螺纹

Ambient temperature/(周围)温度范围

Medium/介质

Adjustability/校准

Switch back difference/开关回差

Weight/重量

Switching element/开关组件

Reference voltage/参考电压

Reference frequency/基准频率

Switching frequency max/开关最大频率

Electrical connection/电源接头

Protective system/保护系统 IP 00

34 g

Silver-plated contacts / special gold-plated contacts / 镀银接点/特殊镀金接点

42 V

Not over 100 Hz/ 不超过100 Hz

200/ min

Flat plug 2 x 6.3 x 0.8

-25℃ + 85℃,higher temperatures on demand/更高的温度可根据需要而定

Air, hydraulic oil, oil emulsions, water, others on demand /
空气，液压油、油品乳化液、水及根据需要可用其他

Under pressure/在压力下

10%

Material/材料
Brass, special design stainless steel, galvanized steel/

黄铜，特殊设计的不锈钢，镀锌钢

5 bar 20 bar

Spring-loaded diaphragm/载入弹簧隔膜

NBR, special design VITON, EPDM

Male thread /外螺纹

G 1/8" (其它螺纹可依需要而定)

214 002

0.3 – 2 bar 1 - 10 bar

2 bar 10 bar



Pressure Switch 压力开关

410 Series/ 410 系列

■ Technical Features/技术信息

Series no/系列型号 410 002 410 010 410 070 410 200 410 350

Pressure setting range/压力调节范围 0.2 - 2 bar 1 - 10 bar 10 - 70 bar 50 - 200 bar 100 -350 bar

Working pressure max/最大工作压力 2 bar 10 bar 70 bar 200 bar 350 bar

Bursting pressure/最高耐压 10 bar 100 bar 250 bar 300 bar 500 bar

Design/设计

Diaphragm/隔膜

Special design/特殊设计

Manner of fastening/固定方式

Fitting thread/安装螺纹

Ambient temperature/(周围)温度范围

Medium/介质

Adjustability/校准

Switch back difference/开关回差

Material/材料

Weight/重量

Switching element/开关组件

Reference voltage/参考电压

Reference frequency/基准频率

Switching frequency max/开关最大频率

Electrical connection/电源接头

Protective system/保护系统

200/ min

Flat plug 2x6.3x0.8 , optionally made up with cable/ 扁接头，可选择带线

IP65, terminals IP00 ,  made up IP67 (a/f 27)

Galvanized steel, special design stainless steel /镀锌钢,特殊的不锈钢设计

90g 105g

Silver-plated contacts / special gold-plated contacts / 镀银接点/特殊镀金接点

42V

Not over 100 Hz/ 不超过100 Hz

Male thread /外螺纹

G 1/4", G 1/8" , M12x1.5 , M10x1 Cone

-25℃ + 85℃,higher temperatures on demand/更高的温度可根据需要而定

Air, hydraulic oil, oil emulsions, water, others on demand /
空气，液压油、油品乳化液、水及根据需要可用其他

Under pressure/在压力下

15%-25%

Spring-loaded diaphragm/载入弹簧隔膜 Spring-loaded piston/载入弹簧活塞

NBR UR

VITON,EPDM VITON



Pressure Switch 压力开关

■ Order information/订购信息

代 Wiring Diagram Membrane/Seal Contacts

号 接线方式 密封 接点

1 NO-Contact/常开 NBR Silvered/镀银 Galvanized Steel/镀锌钢

2 NC-Contact/常闭 VITON Gilded/镀金 VA 1.4305 Stainless Steel/不锈钢

3 Change-over Contact/转换接点 CR VA 1.4571 Stainless Steel/不锈钢

4 EPDM

5 UR

6 KALREZ

7 Steel

8 HNBR

Example: 410 010 112 11 (410 010系列，常开，NBR，G 1/8"，Silvered， Galvanized)

* Other products and information, please contact us / 其它产品、规格等相关信息，欢迎洽询我司

Flange-Mounting

M10x1

M12x1.5

M10x1 Cone Brass/黄铜

M22x1.5 Aluminum/铝

G 1/8" NPT

Fitting Thread Material

连接螺纹 材质

G 1/4"

G 1/8"

系列型号 配置编号


